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QUICK START

The GE 27 and GE 14 are extremely accurate instruments capable of precise equalization down to a fraction of a dB.
However, equalizing a sound system by ear is very difficult to do with any degree of accuracy, even with years of
training.

To obtain the best performance from your equalizer it is strongly recommended that you use some type of realtime
analyzer. Any equalizer used in conjunction with awell designed analyzer system will be significantly more effectivein
reducing feedback and providing consistent, optimum sound quality in varying acoustical environments.

If you don’'t have an analyzer (such as the Rane RA 27), then you will have to resort to Section 2408, paragraph 84-B
of the Performing Musicians Code, which reads:

“Fiddle with it until it sounds good.”

This fiddling process can be both time-consuming and frustrating with a 1/3 or 2/3 octave equalizer—you can end up
chasing your own tail until all the sliders wind up at full boost, unless you have a basic procedure to follow. If you
haven’t one of your own, here’'s a procedure you might try.

Point to remember: All things are relative. This applies especially well to tonal perception. What sounds like too little
bass could really be too much midrange, and so on.

The ideaisto start with some frequency area and use it as a reference for further comparison; then leave this area
pretty much alone and make your adjustments el sewhere. Otherwise you might wind up hopelessly trapped in Murphy’s
EQ Syndrome, which roughly reads:

“0O.K., we need more low end here; now add a little presence at 10k or so; hmmm, mid range is off alittle, so I'll
bump up 800 and 1k; now | need more punch, so up with 80, 100 and 125; darn, presence is still not there, so more of the
5k and 6.3k, vocals seem a little buried—needs more 1.25k and 1k...” and so on until all the sliders are near full boost
and you have a high-dollar volume control.

To avoid this, choose an areain which you know your speakers perform well, such as around 1kHz. Leave this area at
roughly center position on the dliders and then compare bass, mid bass, mid highs and highs to the 1kHz area. Then if, for
example, the overall sound appears to be “boomy”, muddy, or lacking in midrange, turn down the mid bass and/or mid
highs—don’t turn up the 1kHz midrange area instead, or you'll be headed right into the vicious circle.

Once you are familiar with your own system, you will develop your own procedure. The golden ruleis:

“Whatever Works, Works.”
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. POWER Switch: It comes as ho surprise that this switch turnsthe GE 27/GE 14 on and off. An LED islocated to the right

of this switch that illuminates when the unit is turned on. Each output of the GE 27/GE 14 isfitted with a relay which
provides delayed turn-on and instant turn-off to avoid switching transients.

.LEVEL Control: Thissetsthe overall Level through the GE 27, or the Level of each Channel through the GE 14. Use this

control to turn down the Input if the overload LED ever lights. The approximate unity gain position of the knob, with all
diderscenteredis”7.5". Full clockwise position of the knob yields 6-8dB of line gain with dliders centered.

.BYPASS Switch: Thisisapassive or “hard-wired” type Bypass, which meansthat the Equalizer is completely Bypassed

when thisswitchisin. The Input jack is connected directly to the Output jack internally, with no active elementsin series.
Thered LED right next to the BY PASS switch lights whenever it is engaged.

.OVERLOAD Indicator: Thisred LED lightswhenever signal through the GE 27/GE 14 reaches 4dB bel ow clipping.

Occasional flashing of thisLED isusually safe, but consistent blinking meansthere is danger of clipping.

. SIGNAL PRESENT Indicator: Thisgreen LED lightswith any Input of -20dBu or greater. Thisindicator assistsin signal

tracing should the need arise (and it will, sooner or later, so help us Murphy).

. Filter Slider Controls: These 45mm dliders control the amount of boost or cut at the indicated frequency. All filtersare

constant-Q for constant bandwidth at any level of boost or cut, on 1SO centers, and calibrated in 3dB increments on the front
panel.



REAR PANEL DESCRIPTION

INPUT 2

GE 14

MADE IN U.S.A.
By

MUKLTEQ, WA

WARNING— 70 repuce

THE RISK OF FIRE OR ELECTRICAL

i SHOCK 0O NOT BYPOSE THI EQUPVENT

TO RAN O MOSTURE. 00 KOT REMOVE

COVER. NO USER SERVICEABLE PARTS

INSDE. REFER. SEFVENG T0 QUALFED
PERSONNEL.

Q INPUT
INTERNALLY WIRED: "=
G E 27 MADE IN USA TIP=POSMVE / 3)
RING=NEBATIVE 1 )
_ SLERVE=SIGNAL GND S

RE|

CORPORATION

MUKLLTED, WA

WARNING— 1o repuce @

EQ QUTPUT
THE RISK OF FIRE DR ELECTRICAL
SHOGK D0 NOT EXPDSE THI EDUPMENT

INTERNALLY VIRED: =/
@ TP=POSTVE ({ )
Ane=on 6D {({
SLEEVE=SIENAL CND e/
crouNGI PROTECTON @ @ SEE RANE NORZ 110
TA RAIN OR MOISTURE. DO NOT REMOVE DO NOT REMOVE SCREW FOR LE NIRING
COVER. NO USER SERVCEABLE PARTS

INSIDE. REFER SERVICING T CUALIFIED |

PERSONNEL. 115VAC
/ 50/60z B e
30 WATTS ==

1. INPUT Jack: Thisisa¥s" TRS (Tip-Ring-Sleeve) jack which automatically accommodates either balanced or unbalanced
Input signal s. For unbalanced operation, use a mono (single-conductor) shielded ¥4" patch cord. For balanced operation, use
atwo-conductor shielded cable wired to astereo TRS %" male plug asin Rane Note 110 (supplied with this unit).

2. OUTPUT Jack: Thisisa¥s" TRS(Tip-Ring-Sleeve) jack which delivers an unbalanced Output signal. Tipis“+” or “hot”,
ring issignal ground, and the sleeve is not connected. To drive unbalanced equipment, use a shielded mono patch cable.

3. GROUND LIFT Switch: Thisswitch providesthe ability to separate chassis ground and signal ground. Normally, this
switch should bein the LIFT position. In some circumstances, moving it to the opposite position eliminates stubborn hum
and buzz problems.

If you are tempted to try moving this switch with your power amplifiersturned on and up, DON'T BE. Always turn your
amplifier levels down before changing your grounds around and then bring the level up slowly.



INSTALLATION

STANDARD SOUND REINFORCEMENT MAIN

SPEAKEREQUALIZATION

1. The GE 27 and GE 14 Inputs are automatic balanced/
unbal anced/fl oating and the Outputs are normal unbalanced.
If the output of the mixer isunbalanced, use a shielded mono
Y4" patch cord to the GE 27 or GE 14 Input(s). If the mixer is
balanced, use a shielded two-conductor cable with a(TRS)
¥4" plug on one end for the Equalizer and a 3-pin or (TRS) v4"
plug on the other end, whichever isrequired to match the
mixer output jack. Wire this cable as shown in Rane Note 110
supplied with thisunit.

2. For mono operation of the main speakerswiththe GE
27,usea"Y” connector to drive both left and right amplifier
channels from the GE 27 Output.

3. If the Equalizer is located more than 10 feet from the
amp rack, obtain a direct box or balancing line transformer to
beinstalled at the output of the GE 14 or GE 27. Rane models
FBB 44 and FLT 22 can fill thisrequirement. Running an
unbal anced line through a snake to the stage usually resultsin
excessive hum and/or buzz in the system.

POWERED MIXER MAIN (AND MONITOR)

SPEAKER EQUALIZATION

1. Most powered mixers utilize unbalanced outputs, so
use shielded mono ¥4" patch cords (or uncoiled type guitar
cords) for connections to the equalizer.

2. Most powered mixers that contain built-in graphic
equalizers provide separate inputs and output for this
equalizer. Connect the line out of the mixer to the GE 27 or
GE 14 Input, and the GE Output to the amp input. If the
built-in equalizer is not bypassable, set all mixer/equalizer
didersto the center (0dB) position and use only the GE 27
or GE 14 dliders for adjustments.

3. You can patch a bypassable built-in equalizer into
your monitor system by connecting the GE 27 or GE 14
between the monitor out and the monitor amplifier input.

STAGE MONITOR EQUALIZATION

1. The connection between the equalizer and the monitor
amp, usually along one, should be balanced whenever
possible. Use adirect box or balancing line transformer at
the Output of the GE 14 or GE 27. Rane models FBB 44 and
FLT 22 canfill thisneed.

2. When testing for feedback levels and using the GE 27
or GE 14 to reduce feedback, be sure to test each monitor
speaker/stage mic combination separately, then makefinal
EQ adjustment according to the demands of the speaker/mic
combination most prone to feedback. Cut the appropriate
dider(s) just enough to eliminate feedback—further attenua-
tion only makes the monitors harder to hear.

IMPORTANT NOTE

CHASSIS GROUNDING

Rane commercial equalizers are supplied with arear
mounted ground-lift switch. The unit is shipped with this
switch in the “grounded” position, tying circuit ground to
chassis ground. If after hooking up your system it
exhibits excessive hum or buzzing, there is an incompat-
ibility in the grounding configuration between units
somewhere. Y our mission, should you accept it, isto
discover how your particular system wants to be
grounded. Here are some things to try:

1. Try combinations of lifting grounds on units that
are supplied with ground lift switches or links.

2. If your equipment isin arack, verify that all
chassis are tied to a good earth ground, either through the
line cord grounding pin or the rack screws to another
grounded chassis.

3. Units with outboard power supplies do NOT
ground the chassis through the line cord. Make sure that
these units are grounded either to another chassis which
is earth grounded, or directly to the grounding screw on
an AC outlet cover by means of awire connected to a
screw on the chassis with a star washer to guarantee
proper contact.

Please refer to Rane Note 110 (supplied with your
unit and available on request at no charge if you lose it)
for further information on system grounding.
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