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Rane TTM 56S Performance Mixer

Rane takes performance mixer design as seriously as 
DJs take their art form. The TTM 56S is flexible, durable, 
and feature packed. The audio quality qualifies it for use 
in the most demanding live venue, recording studio or 
live broadcast applications.

• Mic input with EQ and mic effects loop.
• Faders and Crossfader have Contour and Reverse 

controls.
• Stereo Aux Input for session mix, iPod® or 

keyboard.
• Stereo Aux Output for session mix, booth, 

recording.
• Post-fader FlexFX™ allows external reverb and 

echo decay effects to respond to fader action 
without cutting off tails.

• All four inputs are Phono/Line switchable, 
letting you connect 4 turntables or 4 CD 
decks or any combination.

• Both 1/4" and 3.5 mm headphone jacks.
• Size: 13.3" x 10" x 3" (33.8 x 25.4 x 7.7 cm)
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Effects Device

Non-Contact Crossfader and 
Channel Faders
Rane’s patented magnetic fader is the 
fastest, most accurate, and longest 
lasting on the planet. The design uses 
non-contact magnetic position sensor 
technology previously reserved for aerospace 
applications. Unlike optical non-contact 
faders, the magnetic fader is impervious to 
smoke, moisture, temperature and aging. The 
electrical performance is totally unaffected by 
use. No noise, no bleed — ever!

3-Band Accelerated-Slope™ 
Full-Cut EQ
High, Mid & Low tone controls react from 
+6 dB to off, for complete bass and treble cut 
on each channel. Engage switches allow A/B 
comparison and the ability to quickly cut or 
add tone effects.
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Empath mixers combine the vision of Grandmaster Flash and Rane technology.
The name implies understanding, awareness and sensitivity to a DJ’s needs.
The top plate is available in four different colors, and all have these features:
• 3 phono/line switchable inputs plus a mic input and a stereo Aux input.
• 3 mixing buses, each with 3-band Accelerated Slope™ full-cut EQ (+6 dB to off).
• Switchable Auto-Gain prevents program level jumps when changing sources.
• Post-fader FlexFX™ lets external reverb and echo decay tails respond to faders.
• Contour controls for Fader 1, Fader 3 and the Crossfader.
• Headphone outputs include tone controls with both 1/4" & 3.5 mm jacks.
• Universal internal power supply works anywhere in the world (100-240 VAC).
• Unit size: 13.3"H x 10"W x 3"D (33.8 cm x 25.4 cm x 7.7 cm).

Empath Signature
• Black and gold Lexan finish.
• Signature by Grandmaster Flash.
• Includes deluxe road case.

Empath Rotary
• Black Lexan finish.
• Rotary channel faders.

Empath Blue
• Original blue and silver Lexan finish.
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The MP25 lets you stream 4 live tracks from your favorite DJ 
software, while mixing these with vinyl and CD through VST 
effects, while recording program buses, mics or the main mix 
with yet another application on the same laptop.

Inputs
•	 Four individually switchable stereo Phono/Line inputs.
•	 Four stereo Auxiliary inputs.
•	 Four stereo USB playback inputs.
•	 Two microphone inputs with optional Talkover ducking.

Outputs
•	 Stereo Main Outputs on balanced XLR and unbalanced RCA:
	 •   Rear panel Mono/Stereo switch.
	 •   Rear panel Max Out level attenuator.
•	 Stereo balanced ¼˝ TRS Zone and Booth outputs:
	 •   Auto-mono output on both Left and Right jacks.
•	 Stereo Record outputs on RCA, S/PDIF and USB jacks.

Plays well with others: Ableton, Garage-
Band, PCDJ, Traktor, Virtual DJ, etc.
•	 Low-latency ASIO / Core Audio drivers eliminate delay 

between the control input to audio software and the audible 
result.

•	 Multiclient ASIO / Core Audio drivers allow multiple software 
applications to simultaneously stream audio to / from the 
mixer.

•	 Four stereo playback channels stream audio directly from 
your favorite playback, mixing, and looping applications to the 
MP25.

•	 Four stereo record channels stream the four post-fader 
program channels to your DAW for multitrack recording. A fifth 
stereo record channel streams Mic 1, Mic 2, or the Main Mix.

•	 The USB Effects Loop enables insertion of software-based 
effects processors into the MP25’s powerful FlexFX bus.

•	 The MP25 front panel is MIDI-mappable, allowing control 
of audio application parameters using the mixer’s control 
surface.

The MP25 fits in a 4U rack or coffin, able to replace a Rane MP 24, MP 22 or MM 8z series mixer. [7˝ x 19˝ x 4.6˝] (17.8 x 48.3 x 11.7 cm)

Rane MP25 Club Mixer
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The MP26 fits in a 5U rack or coffin, able to replace a Rane MP 44. The size is 8.75˝ H x 19˝ W x 4.6˝ D] (22 cm x 48.3 cm x 11.7 cm)

Internal Effects
The MP26 has the same inputs, outputs, and routing as the MP25, with the addition of six internal digital effects: Filter, Flanger, 
Phaser, Echo, Robot and Reverb. MIDI Beat Clock send and receive allows internal and external effects to sync.

MP25 and MP26 Driver System Requirements
ASIO and Core Audio software applications use these mixers act as a low-latency, USB 2.0, 10-input, 12-output sound card.
MIDI controller capability will depend on features in third-party programs.
The MP26 ASIO and Core Audio drivers require the following minimum system:
•	 PC: XP, Vista, Windows 7.
•	 Mac: OSX 10.5 or higher.
•	 System Memory: 2 GB or more.
•	 Processor: 2 GHz single core or better.
Visit the MP25 and MP26 pages at rane.com for the most recent drivers and links to a few possible third-party software options.

Rane MP26 Club Mixer
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Here is the answer anywhere rack space is a premium or mobility is a must: Mobile DJ, club, remote broadcast or post production.
• 2 Phono/Line and 2 Line (total of 4) inputs to 2 crossfader buses, each with its own ±12 dB Low and High tone controls.
• Each Program bus selects any of the four stereo Inputs, so any Input can appear on either side of the Crossfader.
• Long-lasting 60 mm VCA Active Crossfader™; Balanced 1/4" TRS Mic Input with front panel volume control.
• RCA Tape outputs are switchable Pre- or Post Mic; House and Aux are balanced 1/4" TRS outputs.
• Easy A/B/PGM cueing with powerful headphone amplifier; Unit size: 1.75"H x 19"W x 5.3"D (4.4 cm x 48.3 cm x 13.5 cm)

Rane MP 2S Compact DJ Mixer

© 2012 Rane Corporation. Lexan is a registered trademark of General Electric. Decora is a trademark of Leviton. Penny+Giles is a trademark of Curtiss-Wright Corp.
Windows XP, Vista and 7 is either a registered trademark or a trademark of Microsoft Corporation in the United States and/or other countries.
Apple, Mac, Macintosh and iTunes are trademarks of Apple Computer, Inc., registered in the US and/or other countries.
Scratch Live and the Scratch Live logo are trademarks of Serato. Scratch Live is licensed exclusively to Rane Corporation. 
Accelerated-Slope, FlexFX, and Active Crossfader are trademarks of Rane Corporation. Cover art © 2012 by Kid Koala for Rane Corporation. All rights reserved.

rane.com
The most up-to-date information on Rane hardware, manuals, accessories, RaneNotes, support forum and the Pro Audio Reference.

serato.com
For the most up-to-date information on Serato Scratch Live software, downloads, support forum, how-to videos and Whitelabel.net.

Rane Corporation
10802 47th Avenue West

Mukilteo WA  98275-5000  USA
Main Line: 425-355-6000

Fax: 425-347-7757
info@rane.com

Rane 2+ Year Limited Warranty
Rane’s standard warranty covers parts and labor for 2 years from the date of 
purchase. Completion of the Rane Warranty Form (mail or online) entitles the 
owner to a 1 year extended warranty (for a total of 3 years [valid only in U.S.A.]).
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This device complies with Part 
15 of the FCC Rules. Operation 
is subject to the following two 
conditions: 
(1) this device may not cause 
harmful interference, and
(2) this device must accept any 
interference received, including 
interference that may cause 
undesired operation.
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